From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: marty@aa4rm.radio.org (locale for Marty Reynolds)
Subject: Re "7090, 7094, 709 ("you want toobes...."
Message-ID: <199705110606.CAA01046@aa4rm>


Saw a running 709 @ Savannah River plant in 1965.

Worked on a 7094-II @ U of GA as Ga Tech night operator & code acolyte
using Fortran (not 2, not 4, not 77, not 90 - just Fortran) & FAP
(Fortran [again] assy program).  Had 2 IO channels & when big reactor
sim. pgm called PDQ-2 finnished a 'flux band,' 4 taped'd write, 4'd read,
& it seemed just like being around a steam locomotive.

Used FMS (Fortran [again] monitor system) fm Lockheed 'cause only
200 wd.s of memory.

Rig, big, was in bsmt. of ancient 'rock house' at UGA - later haunt of
a beeg CDC Cyber.

Those were the days.

  M


From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: wallace@world.std.com (Andy Wallace)
Subject: "Deerchester" 5/95 report
Message-ID: <33761093.24463704@world.std.com>

Yea, verily, great volumes of falderall were belched forth from yon
garage and basement ... and then the clouds opened up!

Seen Fri and Sat 5/9 and 5/10:

Hammarlund	HQ-145-X	$150	very nice
Mosley 		CM-1, man, spk	$100	nice
Hammarlund	Super Pro (early)	$150	repainted, nice job
Drake		TR-6		$325	sold? Couldn't find dealer
Drake		R-4B/T-4XB/ps	$400	repainted, nice but pricey
Hammarlund	HC-10, man	$40!!!	sold (see story)
Mil		RAL		$125	sold before he unpacked
National 	WRR-2		$100	sold! (see story)
National		HFS, ps all coils	$125	nice
National		1-10, ps, coils	$125	tun knob left side
Collins		75A-4		$450?	late version, nice
Johnson		Thunderbolt	$400+?	not sure if PS incl
National 	NC-88		??
CE		20A + scope	$100	fair shape
Meissner	Signal Shifter	??	drawer style, coils
Johnson		Viking Mobile	$50	was $65, nice, sold
Johnson		Adventurer	$75	small panel scuff
Johnson		Ranger 1	$200	nice
RCA		SRR-13		cheap	saw a few, 2 parts sets
Johnson 	Ranger 2	$250	very nice
Johnson 	Viking 2 CDC	$275	with VFO=20
Johnson		Viking 2		$175
National 	NC-183D	$300+!
National		NC-300, spkr	$225	dirty, but prospect
National		NC-300		$175?	KA1CX, Rhyne
National		NC-300		$200	pretty, Johnson cal
Echophone	commercial	$75!
Meissner	Variarm VFO	$125	match netw, wrong plug
Johnson		Challenger	$55	good
Hammarlund	HQ-129-X, spk	??	playing, sounded good
Millen		monitor scope	$100	covered 80-10
Clegg		Venus (6m?)	$225	very clean
Drake 		R-7, all filters,NB	$600	clean
Mackay Marine	128A 16-650kc	$75	good, regen set
Hammarlund	HQ-200, HQ-215	??	dealer never set up?
C.E.		20A, 458VFO	$30	parts sets (sold)
Heath		VF-1 VFO	$20	good, sold
R.M.E.		80-10 presel.	$10-45	saw several
Lionel		J-36 bug		$150!	fair, nameplate split
Gonset		Comm linear	??	saw 2, matches Comm III
Collins		30L-1		$550	saw three
Collins		51J-4		$380	2 filters
Heathkit		AT-1		$110	nice

My gut feeling on the whole thing: I came, I saw, I got wet! Very! I
think of all the years I've been going, this was the record for least
number of BAs per square foot. I never saw so many mobile radios
complete with mud and spiderwebs. The test equipment (of the junky,
non-useful kind) was spilling over into the aisles and I think you
could brick a nice shack with broken VCRs seen here.=20

On the plus side...

A four-star Schmeg-Pile award goes to Mike Crestohl and the Billerica
MA A.R.S. for putting out a heap of "free stuff" again this year. This
was fallout from the John Roberts estate, which is still being sold in
dribs and drabs. Anyway, I had spent 20 minutes pawing through a box
of knobs looking for the small, maroon one needed for my Hammarlund
HQ-170's noise blanker concentric pair... Amidst the schmeg pile (I
swear Mike K1TWF must have coined that one) was a piece of test gear
with a few of those concentric knobs! Thanks, BARS!

A round of applause to Pete Ferrand for pointing me in the direction
of a CE-20A and VFO. I found a VFO last year from a kind BAer but this
one has major front-panel restoration ahead. So this fellow at
Rochester had the pair for $30. I begged him to take $20 for just the
VFO (my car was a ways away) but he made me get my morning exercise
anyway. :-)  This one is in much better shape but has some black paint
spots which I will have to very patiently clean off, probably with
chemicals.

A big BOO to me for leaving my cojones back home... I was about to buy
that Hammarlund HC-10 for $40 when Rich (or is it Rick, I can never
remember) WA1DEJ comes up to the dealer. Well to make a long story
short, he and the dealer both said that he had just gone off to get
his wallet... I looked Rich in the eye and asked, "are you going to
sell this or keep it?" He replied that he had been looking for one for
a long time and was going to keep it. I deferred to him and let him
take it for $40. Please don't beat me up about this, I've been doing
it since then. I already have an HQ-170 so I know what this IF strip
sounds like ... but frankly if you need an HC-10 I bet if you called
Rich this week (617-227-1313 I think, he was in the Yellow Sheets a
lot) he would sell it to you. Rich is a big dealer in these parts,
especially for Collins stuff. If he sells it ... well, all I can say
is MY conscience doesn't bother me, and I didn't NEED it anyway.=20
Now pass the Kleenex.=20

Other BAers present: Rhyne KA1CX, Deke Lightfoot (send me an email!),
Chris Sieg, Carl KM1H...

Oh, Chris was the one who snagged the CM-1, with speaker and manual no
less. Howzit work, Chris? And George Raincourt scarfed up an RAL
before it even left the pickup truck. Guess Pete Ferrand and I will
have to fight over the next one that comes by... See whatcha started,
NA4G? :-) Oh... Chris also bought the WRR-2. Ouch!

Me? Gawd. NO RADIOS this time, except for the CE parts rigs! A first.=20
I did get a BC-221-P after all this talk about the BA Freq Measurement
run! $10, only mod I see so far is someone moved the antenna jack to
the front panel and added a small control underneath. I opened the
SPARES panel, and by gosh there's three tubes and a wrench still
packed in there. And the internal supply? A little green Heath VTVM
power supply trainer module! With correct cal charts... I also rescued
the VF-1 from the rain (surprised it didn't sell Friday morning) and
got several 80m rocks from the same fellow.=20

I'll be back in October but boy I hope the weather is better. And my
conclusion? I think the good BAs are being held onto, not that that is
a bad thing. We all do it. :-)

Strangest FORSALE this time: a unicycle!


--Andy
wallace@world.std.com
---
Curly: Oh....short wave?
Moe: No! Poimanent.=20
<BONK!>
(THEY STOOGE TO CONGA, 1943)


From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: vancleef@netcom.com (Henry van Cleef)
Subject: Re: 80 Rectifier Socket
Message-ID: <199705101924.NAA23916@netcom4.netcom.com>

As ARONGV@aol.com discourses
> 
> 
> Thought I better start with rewiring and capping the power supply. Somebody
> swapped a 5Y3 for the original 80 rectifier. I can't believe what I'm seeing.
> Wiring around the cap is # 22 bare wire! 
> 
> So while I'm pulling out this rats nest, can anyone direct me to a 4-pront
> socket? And I also need a 16, 16 mfd/450 volts and 10 Mfd/450 volts caps.
> know a source?
> 
My feelings about the RME-45 power supply is that the original was
none too tremendous.  I wouldn't go overboard to replace the 5Y3 if
the socket used was the correct Amphenol ring-lock type.  I suspect
that RME may have built some sets with a 5Y3---they made a whole lot
of production changes in their products without documenting them for
the field.  

The original filter cap was a 3-section, but only two are used in the
power supply proper.   The third was used to filter the B+ for the
audio preamp plate and screen sections, and there is a long-g-g-gg
wire in the harness between the cap and the audio amp.  I'd suggest
using a cartridge cap at the TB next to the amp tube socket, as this
is where the filtering needs to be.  Any 1" FP with a pair of 450 volt
sections will do in the main filter cap location.  If your set has a
VR-150 in it, move the screen feed for the IF's and the front end
tubes to the VR tube.  Use a common dropping resistor for both IF's,
and another for the RF and converter stages.  Bypassing at the sockets
is optional.  This will allow you to remove the big bleeder resistor
completely (31 ma. at 310 volts is lots of heat that destabilizes the
set).  If you want to have a very nice supply, you can move the choke
to be in front of the filter caps, take the plate and screen feed for
the 7C5 from the first filter cap, and use some resistance between the
two caps (although if I had it to do over, I'd probably buy a choke
from Hammond to mount on the bleeder resistor pad).  With a 5AR4
rectifier, you'll get 290 volts on the 7C5, and the set runs very well
with 250-260 on everything else.  Replace the converter with a 7S7,
and run the screens on the converter and RF at 90 volts, on the IF
screens, 100 volts.  This cuts heat dissipation almost in half and
my set actually is quieter and has under a microvolt at the antenna
for 50 mw. audio output sensitivity right down thru 10 meters
configured this way.  Tailor the VR-150 dropping resistor to give 40
ma. from B+ to 150 volts.  You can use the cathode voltage on the 7C5
to provide the bridge balance voltage to the S meter circuit.  

With a little care, you can do some wire-fishing in the harness to
reconnect the B+ distribution.  

A fuse in RME equipment is a must-have.  I've gone three for three
with power transformers, and have heard enough reports from others on
that subject to have little faith in these.  For the 45, UTC P-6013
and P-6014 are bolt-ins, but have higher rect. plate voltages, so you
will need to go the choke input route to use.  


 

-- 
===================================================================
Hank van Cleef 
E-mail return address deleted because of junk e-mail abuse.
===================================================================



From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: Rolf Jansson <rolf.jansson@ub.umu.se>
Subject: attach a taperecorder
Message-ID: <199705101829.UAA19034@mail.umu.se>

Hi gang I am interested to attach a taperecorder to my,
r390a , what are the simlpes way to do it ?
(without breaking the reciever)

Regards Rolf



From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: Mark Hovda <hovda@fyiowa.infi.net>
Subject: FS: 1963 ARRL Handbook
Message-ID: <33755C65.3DE6@fyiowa.infi.net>

I have a 1963 ARRL Handbook for sale.  Very good condition. The original
owners call sign is written on the cover.  The spine has become a little
concave over the years.  $17 postpaid.  Multiple responses will be
settled by random selection.

Mark
N0JWI



From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: "Allan Fritsche" <fritsche@msn.com>
Subject: Glow in the Dark Meters
Message-ID: <UPMAIL03.199705110001120904@msn.com>

Someone on the list asked about why his R-390/a/R392 meters didn't
glow in the dark.
I have uncrated many a new unit in the sixties and never saw one that glowed 
or in all truth never paid attention to the fact.
Just now , went out to the garage and in pitch black, my R-390A 's
meters are as dark as deep hell and its a 67 EAC unit.

I just wondered why the government bothered to pay the extra cost
for the radium meters anyway.
They mostly where all used in fixed locations and should have been
collocated with a small lite source. i.e. comm vans, etc.

Who knows.
al


From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: Liles Garcia <liles@pmc-sierra.bc.ca>
Subject: Glowing R-390A Meters
Message-ID: <Pine.SUN.3.95.970510205254.833A-100000@bit.pdx.pmc-sierra.bc.ca>


Good evening everybody,

I have an R-390A with no tag so I am not sure who
made it, but the writing on the meters glows
slightly.  Of course, you have to have a dark room
to see the glow.  Happy Mother's Day to all!!!

	Best regards from Aloha, Oregon,
	Liles Garcia
	liles_garcia@pmc-sierra.bc.ca






From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: marty@aa4rm.radio.org (locale for Marty Reynolds)
Subject: re: Help to ID Modulator
Message-ID: <199705110540.BAA00871@aa4rm>


> The tube compliment is 1613, 1613, 6J5, 6J5, and pair of 811's.

Pretty sure it's the modulator from a BC-640 VHF 6' rackmount that
uese 2 3C24s in 120W input final.  '640 was VHF mainstay @ every
fighter base, was a Air Ministry design fm RAF, was built by Bendix,
& got the airlines on VHF after WW2

'640 was such a tank few were absorbed by hams.  

BC639 was RX used with 'em.  Lots were scarfed up.

'640s were reason why there were trillions of 3C24s (aka 24Gs, 25Ts, etc.)
in surplus circulation for so many years.

Several yr.s back I got a '640 that'd been nailed under a stairway at 
Dobbins AFB for years.  It's now in Warner Robbin museum of aviation & 
may be the only complete example remaining.

   Marty (ask the time, learn re watch mechanics)


From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: Sheldon Wheaton <swheaton@sky.net>
Subject: I-177 Tube Tester variants
Message-ID: <Pine.GSO.3.93.970510182606.24447B-100000@sky.net>

Hello I-177 owners and fans,

A recent thread discussed the variations of the I-177 tube tester
(I-177-B), but according to some correspondence I had with another list
member, the issue was not resolved, or at least no documentation had been
referenced.  With my manual, I have the following:

TM11-2627	03-AUG-1944   (base manual)
Changes #1	24-OCT-1945
Changes #2	01-AUG-1949
Changes #3	05-MAR-1954

Some pertinent excerpts from the above:

Changes #1: "The classification RESTRICTED is removed from the manual by
Section IX, War Department Circular 186, 1945." and also: "Later
equipments are inclosed in metal cases instead of the original wooden
cases but all operate the same."

Changes #2: "The title of the manual is changed to read - TUBE TESTERS
I-177 AND I-177-A" and also: "Tube Tester I-177-A is similar to Tube
Tester I-177.  In Tube Tester I-177-A, JAN type components have been
substituted wherever possible and a small terminal board for mounting two
capacitors and one resistor is provided on the rear of the panel."

Changes #3: "The title of the manual is changed to read - TUBE TESTERS
I-177, I-177-A, AND I-177-B", and also: "Tube Tester I-177-B is similar to
Tube Testers I-177 and I-177-A except for the following: On the I-177-B,
the two lathches on the carrying case ore of the spring-loaded type with
retainer bracket.  The tube clamps are of the overhead type, which fit
style ST-16 and T-9 tubes.  The tube cap leads are fitted with improved
type insulated clips.  The power cable connector (U-120/U) is detachable."

Hope this is of interest to the many I-177 owners.

73,
Sheldon  KC0CW



From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: "Ray L. Mote" <rmote@rain.org>
Subject: Inspection Stamps on MIL BA's
Message-ID: <Pine.SUN.3.96.970510201950.17328C-100000@coyote.rain.org>

While going through my manuals, found a postwar USAF pub on QC (really
devoted mostly to inspection stamps).  In there was a neat little list
of the various Air Material Areas (AMA) and AF Depots:

MA - Middletown Air Materiel Area
MO - Mobile AMA
OO - Ogden AMA
OC - Oklahoma City AMA
RO - Rome AMA
SA - San Antonio AMA
SB - San Bernardino AMA
SM - Sacramento AMA
WR - Warner Robins AMA
EN - Northern AMA, Air Materiel Force, European Area
EC - Central AMA, Air Materiel Force, European Area
ES - Southern AMA, Air Materiel Force, European Area
SP - Spain AMA
PN - Northern AMA, Air Materiel Force, Pacific Area
PS - Southern AMA, Air Materiel Force, Pacific Area
MD - Gentile Air Force Depot
MG - Gadsden Air Force Depot
MH - Wilkins Air Force Depot
MP - Mallory Air Force Depot
OD - Topeka Air Force Depot
SR - Cheli Air Force Depot

So, when you see that OCAMA, SMAMA, or ROAMA stamp on your prized BA,
you'll know just where it was overhauled.

73....Ray Mote, K5FKT  <rmote@rain.org>  Oxnard, CA




From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: Don Reaves <dr@cei.net>
Subject: Major BA disaster averted!
Message-ID: <Pine.LNX.3.91.970510225448.10488A-100000@kc5jh.reaves.net>

Spent last weekend in Nashville, visiting a very ill relative.  Got home
late Tuesday night and sat down at the computer to check my email.  After
a few minutes I heard a loud bang, and the sound of running water.  LOTS
of running water.  Now my hamshack/workshop is a converted double garage,
concrete slab, covered with carpet.  The laundry room is adjacent to the
workshop.  I scrambled around to find that one of the washer inlet hoses
had burst.  I quickly shut off the water with the shut-off valve. 
Disaster averted, right?  Wrong!  Apparently I didn't get the thing
*completely* shut off, for the next morning, half my workshop floor was
soaked.  Carpet drenched.  Several boxes of BA goodies and hamfest hauls
soaked.  Large commercial HV power supply soaking wet around the base. 
TCS-51Q wet. Wooden workbench swelling up.  Tube caddies turning to mush. 
My 'shipping dept.' a wet sponge.  HR magazines ruined. So I've been
ripping up carpet, throwing out cardboard and paper by the wet ton, and
generally being disheveled this week.  Fortunately the major BA stuff was
high and dry on racks and shelves, but it could have been *lots* worse if
the hose had burst while I was away.  I got to everything before it
started to rust. 

So, why burden the BA list with this soggy tale?  I had a lot of stuff
packed up ready to haul to UPS, but I'll have to redo the boxes.  So if
you were expecting a package from me, please expect a delay.  I've learned
my lesson:  store paper goods off the floor.  And check your water inlet
hoses!  Electronics and water just don't mix well.



Don Reaves  WA5BBS   
dr@cei.net



From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: wier@bobcat.etsu.edu (bob wier)
Subject: Re: Major BA disaster averted!
Message-ID: <v01510100af9b224c1089@[165.95.92.81]>

|workshop.  I scrambled around to find that one of the washer inlet hoses
|had burst.  I quickly shut off the water with the shut-off valve. 

Aha yes - I had this happen once. Since then I've been running premium
steel mesh clad washer hoses and so far, so good. Interesting stuff - looks
like coax braid without the jacket :-)

73s de WB5KXH

                  Bob Wier
     mailto:wier@bobcat.tamu-commerce.edu
    02:16 AM Sunday, May 11, 1997
     Texas A & M University - Commerce
 keeper of the Photo-3d,  Overland-Trails
ICOM radio and LDS State Research Outline Guides
      "Heisenberg may have slept here. . ." 





From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: "Kenneth G. Gordon" <keng@uidaho.edu>
Subject: Old radio...
Message-ID: <199705110336.UAA15468@piobaire.mines.uidaho.edu>

is an AFX-1399, "Electro" Navy Type "3 in 1" Coupler as shown in 
The Electro Importing Co., N.Y., Mfrs. 1918 catalog pages 50 and 51, 
so kindly FAXed to me this  afternoon by Al Klase N3FRQ of 
Flemington, N.J.  It is made of  "...mahogany, handrubbed, piano finish."

Thanks to all who sent info.  Pictures will be mailed to those who 
asked for them on Tuesday.

Take care, and 73,

Ken W7EKB


From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: bdhall@ghg.net (Benjamin D. Hall)
Subject: R-390 Ballast Tubes, Engineering Report Status Report
Message-ID: <3.0.32.19970510125053.006b5da8@mailman.ghgcorp.com>

Greetings fellow R-390 and R-390A enthusiasts.  One of the continual discussions around here is the replacement/removal/substitution of the 3TF7 ballast tubes.  Last time this discussion was brought up, someone said they remembered reading that the engineers at Collins didn't think the 3TF7 necessary, but included it to meet Signal Corps specifications.  Well, this isn't exactly accurate.  Below is an except from my scanned and OCR'ed version of the "FINAL ENGINEERING REPORT ON RADIO RECEIVERS R-389(  )/URR AND R-390(  )/URR", September 15, 1953, by the Collins Radio Company, page 15:


     "The filament regulation circuit for the oscillator filaments should also be covered here although this ballast tube is mounted on the IF unit.  Considerable work was done with Amperite Corp. in designing this special ballast tube which feeds a constant 300 mils to the two 6 volt 300 mil oscillator tubes used in the VFO and BFO.  These three tubes are connected in series across the 26 volt filament supply.  The ballast tube (3TF7) operates on a current of 290 to 330 mils and holds this current within +/- 10 mils for input voltage variations of +/- 15%.  This reduced the 15% variation to approximately 3%.  There is some question if a filament regulator is necessary in these receivers since the oscillators are very good even without regulation.  However, since the stability was a big factor in this design and since the factor of tube aging was not known, the regulator was included."


So folks, I have absolutely *no* qualms about using two 12 volt tubes and jumpering the ballast tube.  In fact, since I did this to my 390A, I've noticed no difference in operation...  


As a brief status report, the entire document is scanned and OCR'ed, and I am in the process of editing the OCR errors, about 1/4 of the way finished.  Right now it looks as if the selected figures are going to weigh in at a hefty 3.5 megs in JPEG format.  That is a lot, I know, but they are scanned at 100 dpi, the lowest dpi that doesn't sacrifice readability.  The report will be available with and without figures for those with less resources. 


Thanks and 73,

Ben

---

<color><param>0000,0000,ffff</param><bigger>Benjamin D.
Hall</bigger></color>, junque collector extraordinaire, Located in
Houston, Texas.

<color><param>ffff,0000,0000</param>e-mail</color>:  BDHall@ghg.net 
<color><param>ffff,0000,0000</param>web:
</color>http://www.ghgcorp.com/bdhall




From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: gaiser <gaiser@lightspeed.net>
Subject: Re: RCA BC Mike

Brian Harris wrote:
> 
> I need help with identification and specifications (impedance, level,
> frequency response and shape) off an RCA microphone I just acquired.  It has
> some history, having come from Dallas radio station WFAA some forty years or
> so ago.  I intend to use with my RCA broadcast transmitter if it makes sense.
> 
> Physically, it looks like a HUGE pill (capsule).  It is about 8 inches long
> and 2.25 inches in diameter.  The upper part is chrome plated and has holes.
> The bottom part is black and has chrome ring with the RCA emblem.  The
> connector comes off the back of the lower section.  At the very bottom of the
> "capsule" there is a hole with a screw adjustment.  Marked on the housing are
> the letters, U, B, and N.  Is this a frequency response setting or could it
> be for directional control?
> 
> There is a U-shape chrome bracket which allows the microphone to rotate in
> its heavy metal stand.  There is a label on the underside of the stand that
> says "Microphone Desk Stand, Type 312 (this is a guess since the label is
> damaged) and MI-409".
> 
> Any idea what it's worth?  No, I don't want to sell it!  Oh yes, it even came
> with the original cloth cover which has a zipper.  Ain't life great!
> 
> Brian Harris - WA5UEK - The Cosmophone Collector
> * 200+ Boat Anchors and counting
> * Wanted: Cosmophone, 30J, any type 30K, KW-1, early Collins
> * Cosmophone owners please contact me for registry.

Brian,
Sounds like you have the RCA 77B being that it is chrome and black, and
only has the one switch on it. Yes that switch controls the pattern of
the mike. The slightly later version...77DX has that switch plus an
additional one that controls low frequency roll-off for "working" the
microphone at different distances. The 77DX was available in all chrome
with the RCA umbar brown band or a all "TV-Grey" model. Even though the
77DX is much more popular and desireable than the 77B, the 77B has a
dual ribbon instead of the single ribbon in the 77DX, and because of the
dual ribbon the 77B has what some critics including myself say, a richer
lower lo-end response.
As long as the ribbon is in good condition and not stretched or rubbing
on the magnet assembly that is a GREAT sounding microphone...for AM
broadcast or AM ham radio service you need to run a fair amount of high
frequency equalization to give the mic presence and sharpness.
Good luck on your NEAT find,
73,
Terry Gaiser - W6TG




From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: gaiser <gaiser@lightspeed.net>
Subject: RCA BC Mike
Message-ID: <33753326.1CA0@lightspeed.net>

Brian Harris wrote:
> 
> I need help with identification and specifications (impedance, level,
> frequency response and shape) off an RCA microphone I just acquired.  It has
> some history, having come from Dallas radio station WFAA some forty years or
> so ago.  I intend to use with my RCA broadcast transmitter if it makes sense.
> 
> Physically, it looks like a HUGE pill (capsule).  It is about 8 inches long
> and 2.25 inches in diameter.  The upper part is chrome plated and has holes.
> The bottom part is black and has chrome ring with the RCA emblem.  


Brian,
Sounds like you have the RCA 77B being that it is chrome and black, and
only has the one switch on it. Yes that switch controls the pattern of
the mike. The slightly later version...77DX has that switch plus an
additional one that controls low frequency roll-off for "working" the
microphone at different distances. The 77DX was available in all chrome
with the RCA umbar brown band or a all "TV-Grey" model. Even though the
77DX is much more popular and desireable than the 77B, the 77B has a
dual ribbon instead of the single ribbon in the 77DX, and because of the
dual ribbon the 77B has what some critics including myself say, a richer
lower lo-end response.
As long as the ribbon is in good condition and not stretched or rubbing
on the magnet assembly that is a GREAT sounding microphone...for AM
broadcast or AM ham radio service you need to run a fair amount of high
frequency equalization to give the mic presence and sharpness.
Good luck on your NEAT find,
73,
Terry Gaiser - W6TG



From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: provero@connix.com
Subject: Rochester NH mini-report
Message-ID: <199705110054.UAA15810@comet.connix.com>

Haven't seen anything else on this one, so I'll dumb my
two cents worth into the bit bucket....

Arrived Friday around 15:15; skies were grey, ground was damp, and a
chill breeze was stirring.  Many comments, complaints, and grouses about
the cold were heard...

Interesting things seen:

SP-210 (commercial) with the most beautiful panel finish I've ever seen
-- looked similar (but darker) to National HRO-60  cabinet.  Power
supply had obviously been repainted, but the receiver was very pretty. 
Asking price was $150...

A stack of NCX-1000 cases/chassis...

HQ-145X and Hammarlund speaker (the 11" high x 12" wide one) in very
nice cosmetic condition. (Followed me home)

Other things that followed me home were two SRR-13A parts units, a
bristol spline wrench set, and a new in the bag twin-ax connector.

With Mother's day and all the other family weekend activities, I had to
return home late Friday night.  I'm sure the hard-core attendees will
provide more details of Saturday's sights and happenings..

P.J. "Josh" Rovero      home:   provero@connix.com
Meteorologist          radio:   KK1D
Oceanographer           work:   rovero@sonalysts.com           
Curmudgeon-at-Large      web:   http://www.connix.com/~provero/
    



From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: Bob Roehrig <broehrig@admin.aurora.edu>
Subject: Re: RTTY, FSK and such in W.W.II
Message-ID: <Pine.ULT.3.96.970510202425.11755A-100000@admin.aurora.edu>

On Sat, 10 May 1997, Barry L. Ornitz wrote:

> Now Chief was known for mighty tall tales in his day, so I pass the
> following on only for conversation.  Chief claimed he could read RTTY
> directly over the air and write it down on paper.  However, he could not
> get the letters/numbers shift mentally.  He said he would write down the
> text as if everything was letters and then go back at the figures spot and
> convert to the right symbols.  From a theoretical standpoint, Murray/Baud
> should be easier to copy than Morse since it is a fixed length code.  With
> only 5 levels, it should not be bad.  Eight level ASCII, on the other
> hand, might be a bitch to learn aurally!

I can well believe this is possible. If you listen to RY's or CQ's long
enough, you can tell what is what by ear. I suppose with enough
repetition, you could learn the whole alphabet. I have heard of people
that can do it.

        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-5530



From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: Ken Gordon <keng@uidaho.edu>
Subject: Re: RTTY, FSK and such in W.W.II
Message-ID: <Pine.BSF.3.95.970510220419.16123B-100000@piobaire.mines.uidaho.edu>

W7CJB, Woody Davey, an FAA tech in Missoula, Montana could read RTTY by
ear.  He did it in front of witnesses (including me) several times.

Kenneth G. Gordon W7EKB			College of Mines and Earth Resources
226 N. Washington St.		//or//		University of Idaho
Moscow, Idaho 83843				Moscow, Idaho 83844
(208)-882-8745					(208)-885-6133
Great Highland Pipes, Amateur Radio, Electronic Consulting, Home-Schooling
			Traditional Roman Catholic

			My PGP Public Key Upon Request.



From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: John <johnmb@mindspring.com>
Subject: SCR838 info
Message-ID: <199705110221.WAA08689@brickbat8.mindspring.com>

        I'm looking to help someone looking for information on 
this equipment...anyone familiar with it, or have any documentation on
this Radar set?
        Best 
        /John



From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: "Richard L. Duell" <rduell@iac.net>
Subject: Sonar Radio
Message-ID: <2.2.32.19970510233222.00be11a4@iac.net>

I have three enclosures with chassis for something called a 
Sonar Radio FM Exciter.  Two of the units are still wrapped in
the paper that was applied at the factory.  These are obviously 
production overruns.  No components installed, just a painted and
silkscreen cabinet with punched chassis. 

Front Panel is punched and labeled for the following:

                Mult. Plate
                Xtr-Rcv
                Buff Mod Plate                  
                Mike plug hole
                Xtl holder holes
                Deviation 

Anyone know anything about this unit?  Anyone have one that needs
a new enclosure?

73, Rich - W5VDU



From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: marty@aa4rm.radio.org (locale for Marty Reynolds)
Subject: Re: Speaker...rebuilding?
Message-ID: <199705110613.CAA01099@aa4rm>


Atlanta Speaker Repair @ Flowery Branch, Ga (area 770) is very good
and reasonable.

And owner Ivan & his wife are terribly (ugh) likeable too

Wizard in Atlanta is another source of creditable work (area 404, that)

   Marty


From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: Sam Stokes <sstokes2@ix.netcom.com>
Subject: Still more on TRSSCOMM
Message-ID: <3.0.32.19970510202252.0069da8c@popd.ix.netcom.com>

Check out the USS Liberty story at http://www.ussliberty.org.


And while you are at it, check the below photo for a pretty

good picture of the TRSSCOMM antenna on the Liberty at:


<bold>http://www.ussliberty.org/jim/ussliberty/00/0095.htm

</bold>

As I recall, the pedestal for the TRSSCOMM on at least the

Liberty, the Belmont, and the Oxford had serious hydraulic 

problems.  Made even more serious because the primary sunbathing

deck was below the antenna.


Cheers

USNSG CTO3 (1965-1969)

Sam Stokes





From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: Rolf Jansson <rolf.jansson@ub.umu.se>
Subject: tags,stamps
Message-ID: <199705101748.TAA17807@mail.umu.se>

Hi gang

Hi Tom,(Marcotte, T F) I have been e-mailing to you under 1995
(to bee exact 06.59 1995-08-11) 
regarding diffrents tags, stamps on the R-390A recievers, just wondering
if these are avaible to look at today?
Hope too hear from you or any one with any information ?

Regards Rolf



From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: Bill Richarz <bill.richarz@transprt.com>
Subject: W0CXX QSL Card
Message-ID: <199705102351.XAA05313@sco.theporch.com>

If you would like a look at the Collins Club Station QSL card,
go to my webpage at: http://www.transprt.com/public/wricharz.htm.
Click on my Boat Anchor shack line & then you'll see the nice
QSL card I received from the QSO on April 18, 1997 working them
on AM.  Art Collins is at the desk in the picture on the card.

Lots of stations worked that evening.

73 de Bill, N4DH
========================================================================
Bill Richarz <N4DH> ex WA4VAF      | Internet: bill.richarz@transprt.com 
10035 Little Creek Rd.             | Packet: N4DH@W4BFB.#CLT.NC.USA.NA
Charlotte, NC 28227                | Phone: (704) 545-9368
        HomePage: http://www.transprt.com/public/wricharz/index.htm 
                     Alternate Email: n4dh@juno.com
========================================================================





From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: Bill Richarz <bill.richarz@transprt.com>
Subject: W0CXX QSL Card
Message-ID: <199705110400.EAA01874@sco.theporch.com>

Correct URL address is: http://www.transprt.com/public/wricharz/index.htm.
Sorry 'bout that.


73 de Bill, N4DH
========================================================================
Bill Richarz <N4DH> ex WA4VAF      | Internet: bill.richarz@transprt.com 
10035 Little Creek Rd.             | Packet: N4DH@W4BFB.#CLT.NC.USA.NA
Charlotte, NC 28227                | Phone: (704) 545-9368
        HomePage: http://www.transprt.com/public/wricharz/index.htm 
                     Alternate Email: n4dh@juno.com
========================================================================





From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: Mike Sanders <k0az@i1.net>
Subject: Wanted National coil and stuff
Message-ID: <3.0.16.19970510144113.2e373936@i1.net>

Greetings All, I am still in need of an A coil for the HRO50. Also
looking for another new or like new ICN dial. My NC303 would like to
have a matching speaker. I have stuff to trade or will buy outright.
I am also looking for National bar knobs with skirts of any variety.
                                                 Thanks, Mike K0AZ



From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: Joe Eide <jeide@eau.net>
Subject: WTB: R-45 Shockmount
Message-ID: <337550C4.762B@eau.net>

Hi Gang,

	Would anyone have a shock mount for the Hallicrafters R-45 / 
AN/ARR-7??

	Thanks in advance .. Joe Eide - KB9R  jeide@eau.net


From boatanchors@sco.theporch.com  Sun May 11 02:20:24 1997
From: gaiser <gaiser@lightspeed.net>
Subject: [Fwd: Re: RCA BC Mike]
Message-ID: <337526B3.3A8D@lightspeed.net>

Message-ID: <337525B9.6205@lightspeed.net>
